
Jet Ski Hood & 

(D) 8x Footmans (4x attached, 4x loose)
(E) 16x SS Fender Washers
(F) 16 x SS Flat Head Bolts
(G) 16 x SS Locking Nuts
(H) 4 x Extra Buckles

(A) 1x Strap w/ buckle & handle
(B) 3x Straps w/ buckle attached
(C) 4x straps w/ footmans attached

Hardware :
Straps :

Tools Needed:
- 3/16” Drill bit
- Power drill
- Phillips head
   screwdriver
-Sharpie/Marker
-Adjustable wrench

Installation:
1) Read through steps 1-5. Lay out tools, 
straps, and hardware in preparation for 
installation.
2) Connect the straps through the 
buckles to the desigred length and 
make marks. Also go ahead and check 
the ski to make sure any pilot drilling will 
not puncture any interior compartment 
parts.
3) Use the extra buckles on the open 
end of the straps to loop through the 
extra footmans then back through the 
buckle to secure strap.
4) Mark and drill pilot holes for cleats 
on both sides.
5) When installing the cleat with the 
bolt, use the washer and locking nut on 
the inside of the compartment. Hold the 
screw with a screw driver and use an 
adjustable wrench to tighten the nut.
Do not overtighten.  
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Each Footman Cleat(D), uses 2x flat 

head bolts(F), 2x Locking Nuts(G), and 
2x Fender Washers(E)

(H)

(D)

(B)

(H)

For more help visit p2prescue.com and go to the Jet Ski Hood & Seat Strap Kit product page and watch the installation video.

Seat Strap Kit


